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Form 3160-3 SUBMIT IN TR' CATE* Form approved.
(November 1983) (Other instruc, a on Budget Bureau No. 1004-0136
(formerly 9-331C) UNITED STATES reverse side) Expires August 31, 1985

DEPARTMENT OF THE INTERIOR
. LEASE DESIGNATION AN E

BUREAU OF LAND MANAGEMENT 14-20-H62-4633

APPLICATION FOR PERMIT TO DRILL,DEEPEN,OR PLUG BACK 6. IF INDIAN, ALLOTTEE OR TBIBE NAME

UTE INDIAN TRIBEla. TYPE OF WORK

DRILL U DEEPENO PLUGBACK O 7. UNIT AGREEMENT NAME

b. TYPE OF WELL

OW
LL

VAELL
OTHER

NNELE IPLE 8. FARM OR LEASE NAME

2. NAME OF OPERATOR UTE TRIBAL
PETROGLYPH OPERATING CO. , INC. 9. WELL NO.

3. ADDRESS OF OPERATOR
¯ #17-12

P.O. BOX 607, ROOSEVELT, UTAH 84066 io. FIELD AND POOL, OB WILDCAT

4. LOCA'fION OF WELL (Report location clearly and in accordance with any State requirements.•> ANTELOPE CREEKAt surface

2527' FSL & 612' FWL, NW/SW 11. cD ST.,R.,M OBBLA

At proposed prod. zone
SEC. 17, T5S,R3W

14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE* 12. COUNTY OR PARISH 13. BTATE

17 . 6 MILES SOUTHWEST OF MYTON, UTAH DUCHESNE UTAH
10. SCTANCN

TO
NEPROPOSED* 16. NO. OF ACRES IN LEASE 17. NO. OF ACRES ASSIGNED

PROPERTY OR LEASE LINE, FT. g
TO THIS WELL

40
(Also to nearest drlg. unit line, if any, 612 640

18. DISTANCE FROM PROPOSED LOCATION* 1Û. PROPOSED DEPTH 20. ROTARY OR CABLE TOOLS
TO NEAREST WELL, DRILLING, COMPLETED,
OR APPLIED FOR, ON THIS LEASE. FT. 6143 ROTARY

21. ELEVATIONS (Show whether DF, RT, GR, ete-) 22. APPROI. DATE WORK WILL START*

6082.1'GRADED GROUND SEPTEMBER, 1996
23.

PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE BIZE OF CASING WEIGHT PER FOOT SETTING DEPTH QUANTITY OF CEMENT

12 1/4 8 5/8 24.0# 250 ' 135 sx class "G" + 2% CaC19
7 7/8 5 -1/9 15.5# 6143' + 1/4 #/sx celloflake.

50/50 POZMIX + 2% GEL + 10%
SALT TO 400 ' ABOVE ALL ZONES
OF INTEREST (+ 10% EXCESS).
LIGHT CEMENT ( 11 PPG _+ ) +

LCM TO 200 ' ABOVE OIL SHALE
OR FRESH WATER INTERVALS (+
5% EXCESS. )

PETROGLYPH OPERATING COMPANY INC. WILL BE THE DESIGNATED
OPERATOR OF THE SUBJECT WELL UNDER BOND # BO 4556. --

p.c.: Utah Division of Oil, Gas, and Mining
Bureau of Indian Affairs, Fort Duchesne, Utah
Ute Tribe, Fort Duchesne, Utah

IN Alan E SPACE DESCRIEE P OPOSED PROGRAM : If proposal 18 to deepen or plug back, give data on present produ th o ro a pro e
zone If proposal is to dr I or deepen directionally, give pertinent data on subsurface locations and measured n true ve d b Give b
preventer program. if any

AGENT FOR PETROGLYPH oxy, 9-23-96

This space for Federayor State office use)

CONDITlONS OF Al'Ilt0VAL, IF AN

OSÍFUC IOnS Ûn €VerSe Side
Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the
United States any false, fictitious or fraudulent statements or representations as to anv matter within its



PETROGLYPH OPEPsATINGCO., INC.
T5S, R3W, U.S.B.&M. **"),°°°",°,"NUTE T4RISWAL1

of
elocateld

T5S, R3W, U.S.B.&M. Duchesne County, Utah.
Set Mar ed
Stone, / ound
or st"" #

S89'59'E - 79.96 (G.L.O.)
BASIS OF ELEVATION

SPOT ELEVATIONAT THE SOUTHWEST CORNER OFSECTION 17, T5S, R3W, U.S.B.&M. TAKEN FROM THEDUCHESNE SE QUADRANGLE,UTAH, DUCHESNE COUNTY,7.5 MINUTE SERIES (TOPOGRAPHICAL MAP) PUBLISHEDBY THE UNITED STATES DEPARTMENT OF THE INTERIOR,GEOLOGICALSURVEY. SAID ELEVATION IS MARKED ASBElNG 6206 FEET.

O :

U7F 1RIBÆ /17- 12
Dev. Ungraded Ground - 6084'

SCALE

THIS IS TO CERTlFY THAT THE ABOVEPLAT WAS PREPARED FROMFIELD NOTES OF ACTUALSURVEYS MADE BY ME OR UNDER MY
--- SUPERVISION AND THAT THE SAME ARE TRUE AND CORRECT TO THEBEST OF MY KNOWLEDGEAND BELI

REGISTEREDLAND SURVEYOR
REGISTRATIONNO. 161319
STATE OF UTAH

set ston•
UDifAH ENGINEERING & LAND SURVEYINGOld Lothi à

85 SOUTH 200 FAST - VERNAL, UTAH 84078ound oi stones
SB9 SJ'57"E 2629.92' (Meas.) SS9 50'E - 39.89 (G.L.O.)

(801) 789-·1017LEGEND
SCALE DATE SURVEYED: DATE DRAWN:1" = 1000' 6-25-96 7-1-96= 90 SYMBOL
PARTY REFERENCESA = PROPOSED WELLHEAD. G.S. B.P. D.R.B· G.L.O. PLAT
WEATHER FILEA = SECTION CORNERS LOCATED

WARM PETROGLYPH OPERATING CO..



Petroglyph Operating Co., Inc.
P.O. Box 1839

Hutchinson, KS 67504-1839

September 23, 1996

Utah Division of Oil, Gas, & Mining
Attn: Mr. Frank Matthews, Petroleum Engineer
1594 West North Temple
Box 145801
Salt Lake City, UT 84114-5801 v OF 00 . 3AS & MINING

RE: APPLICATION FOR PERMIT TO DRILL
UTE TRIBAL #17-12
NW/SW SEC. 17, T5S, R3W
DUCHESNE COUNTY, UTAH
LEASE NO. BIA 14-20-H62-4633
UTE TRIBAL LANDS

Dear Mr. Matthews:

Enclosed please find a copy of the Application for Permit to Drill and associated
attachments for the referenced well.

Please address further communication regarding this matter (including approval) to:
Ed Trotter
P.O. Box 1910
Vernal, UT 84078
Phone # (801) 789-4120
Fax # (801) 789-1420

Sinceregy,

Ed Trott
Agent
Petroglyph Operating Co., Inc.

Attachments



EIGHT POINT PLAN

UTE TRIBAL # 17-12
NW/SW SEC.17 , T5S R3W

DUCHESNE COUNTY, UTAH

1. ESTIMATED TOPS OF IMPORTANT GEOLOGIC MARKERS:

FORMATIONS DEPTH SUBSEA

Mahogany Shale 2729.1 3363'X' marker 4315.1 1777Douglas Creek 4455.1 1637"B" Limestone 4846.1 1246B/Castle Peak Limestone 5410.1 682Basal Carbonate Limestone 5813.1 279Total Depth 6143.1 -51

Anticipated BHP 2600 psi

2. ESTIMATED DEPTHS OF ANTICIPATED WATER, OIL, GAS OR MINERALS FORMATIONS:

Substance Formation Dept_h SubseaOil/Gas Douglas Creek 4455.1 1637Oil/Gas B/Castle Peak 5410.1 682Other mineral zones N/A

3. PRESSURE CONTROL EQUIPMENT : BOP Schematic Diagram attached.

4. CASING PROGRAM :

MINIMUM SAFETY FACTORHOLE SIZE INTERVAL LENGTH SIZE WEIGHT GRADE COLLAPSE BURST TENSILE12 1/4 O' - 250' 250' 8 5/8 24.0 # J-55 1370 PSI 2950 PSI 263,000#7 7/8 0' - 6143.1' 6143.1' 5 1/2 M-50 # J-55 4040 PSI 4810 PSI 202,000#
All casing will be new or inspected.



EIGHT POINT PLAN

UTE TRIBAL # 17-12
NW/SW SEC. 17 , T5S R3W

DUCHESNE COUNTY, UTAH

5. MUD PROGRAM

INTERVAL MUD TYPE
O' - 250' Air

250' - 4000' Air/Mist & Aerated Water
4000' - TD Air/3% KCL water or KCL substitute

TD Gel/polyacrylamide plolymer w/5-10% LCM

Sufficient mud inventory will be maintained on location during drilling to handle any adverse
conditions that may arise.

6. VARIANCE REQUESTS:

A. Petroglyph Operating Co., Inc. requests a variance to regulations requiring a straight run
blooie line.

B. Petroglyph Operating Co., Inc. requests a variance to regulations requiring an automatic
ignitor or continuous pilot light on the blooie line.

7. EVALUATION PROGRAM:

Logs: Mud Logging T.D. to base of surface csg.
Compensated Density-Compensated Neutron Log T.D. to base of surface csg.
Dual Laterolog - Micro-SFL T.D. to base of surface csg.
Numar (Magnetic Resonance Imaging Log) @ Geologists discretion

Cores: None Programmed
DST': None Programmed

Completion: To be submitted at a later date.

8. ABNORMAL CONDITIONS:

None anticipated.
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EIGHT POINT PLAN

UTE TRIBAL # 17-12
NW/SW SEC. 17 , T5S R3W

DUCHESNE COUNTY, UTAH

9. STANDARD REQUIRED EQUIPMENT:

A. Choke Manifold
B. Kelly Cock
C. Stabbing Valve
D. Visual Mud Monitoring

10. HAZARDOUS CHEMICALS:

No chemicals subject to reporting under SARA title III in an amount equal to or greater than 10,000
pounds will be used, produced, stored, transported, or disposed of annually in associaton with the
drilling of this well. Furthermore, no extremely hazardous substances, as defined in 40 CFR 355, in
threshold planning quantities, will be used, produced, stored, transported, or disposed of in associaton
with the drilling of this well.

(Attachment: BOP Schematic Diagram)



2000 PSIG DIAGRAM

BOTH RAMS ARE 2000 PSIG RATED.
CASING FLANGE IS 9" 2000 PSIG RATED.
BOPE 9" 2000 PSIG

TESTINGPROCEDURE;
1. BOPE 's will be tested with a professional tester to conform to

Onshore Order #2 with retest every 14 days.
2. Blind rams will be tested to rated working pressure, 2000 psig
3. Casing will be tested to 0.22 psi/ft. or 1500 psig. Not to exceed 70%

of burst strength, whichever is greater.
4. All lines subject to well pressure will be pressure tested to the same ROTATI

pressure as blind & pipe rams. HEAD FLOW LINE

5. All BOPE specifications and.configurations will meet Onshore Order #2
requirements for 2000 psig BOPE specifications.

I I

CHOKE MANIFOLD
PIPE RAMS

2" M
ADJU OKE

TO MUD/GAS SEPARATOR BLIND RAMS
OR PIT & 3" MINIMUM RATED TO 2000

PSIG g
2" K LL LINE

BLEED LINE TO PIT 3" DIAMETER I\ l
2" MINIMUM

CASING
SPOOL 9" 2000 PSIG FLANGE

TO MUD/GAS SEPARATOR ADJUSTABLE CHOKE
OR



CONDITIONS OF APPROVAL
FOR THE SURFACE USE PROGRAM OF THE

APPLICATION FOR PERMIT TO DRILL

Company/Operator: Petroglyph Operating Co., Inc.
Well Name & Number: Ute Tribal #17-12
Lease Number: BIA 14-20-H62-4633
Location: 2527' FSL & 612' FWL, NW/SW, Sec. 17, T5S R3W

U.S.B.&M., Duchesne County, Utah
Surface Ownership: Ute Indian Tribe

NOTIFICATION REQUIREMENTS

Location Construction - forty-eight (48) hours prior to construction of
location and access roads.

Location Completion - prior to moving on the drilling rig.

Spud Notice - at least twenty-four (24) hours prior to spudding the
well.

Casing String and
Cementing - twenty-four (24) hours prior to running casing and

cementing all casing strings.

BOP and related
Equipment Tests - twenty-four (24) hours prior to running casing and

tests.

First Production
Notice - within five (5) business days after new well begins

or production resumes after well has been off
production for more than ninety (90) days.

For more specific details on notification requirements, please check the
Conditions of Approval for Notice To Drill and Surface Use



THIRTEEN POINT SURFACE USE PROGRAM

l. EXISTING ROADS

A. See attached Wellsite Plats showing directional reference stakes on
location, and attached TOPO Map "B" showing access to location from
existing road.

B. The proposed well site is located approximately 17.6 miles southwest of
Myton, Utah - See attached TOPO Map "A".

C. Refer to attached Topographic Map "A" showing labeled access route to
location.

D. Existing roads will be maintained and repaired as necessary. No off
lease Right-of-Way will be required.

2. PLANNED ACCESS ROAD

A. The access road will be approximately 0.2 miles in length. See attached TOPO Map
"B"

B. The access road has a 30 foot ROW w/18 foot running surface.
C. Maximum grade on access road will be 8%
D. No turnouts will be required.
E. Road drainage crossings shall be of the typical dry creek drainage

crossing type.
F. No culverts, bridges or major cuts & fills will be required.
G. The access road will be dirt surface.
H. No gates, cattleguards or fences will be required or encountered.

New or reconstructed roads will be centerlined - flagged at time of
location staking.
All travel will be confined to existing access road Right-of-Way.

Access roads and surface disturbing activities will conform to
standards outlined in the Bureau of Land Management and Forest
Service Publication: Surface Operating Standards For Oil & Gas
Exploration and Development, (1989).

The road shall be upgraded to meet the standards of the anticipated
traffic flow and all-weather road requirements. Upgrading shall
include ditching, drainage, graveling, crowning, and capping



roadbed as necessary to provide a well-constructed safe road.

Prior to upgrading, the road shall be cleared of any snow cover and

allowed to dry completely. Traveling off the 30 foot Right-of- Way

will not be allowed.

Road drainage crossings shall be of the typical dry creek drainage

crossing type. Crossings shall be designed so they will not cause

siltation or accumulation of debris in the drainage crossings nor

shall the drainages be blocked by the roadbed. Erosion of drainage

ditches by run off water shall be prevented by diverting water off at

frequent intervals by means of cutouts. Upgrading shall not be

allowed during muddy conditions. Should mud holes develop, they

shall be filled in and detours around them avoided.

As operator, Petroglyph Operating Co., Inc. shall be responsible for all

maintenance on cattleguards, or gates associated with this oil and/or

gas operation.

3. LOCATION OF EXISTING WELLS WITHIN A ONE MILE RADIUSOF

PROPOSED WELL LOCATION

A. Water wells - None

B. Abandoned wells - None

C. Temporarily abandoned wells - None.

D. Disposal wells - None.

E. Drilling wells - None.

F. Producing wells -

6*

G. Shut in wells - None

H. Injection wells - None
(*See attached TOPO map "C" for location)

4. LOCATION OF EXISTING AND/OR PROPOSED FACILITIES

A. ON WELL PAD

1. Tank batteries - None

2. Production facilities-To be submitted later

3. Oil gathering lines -



4. Gas gathering lines-None

5. Injection lines - None

6. Disposal lines - None

7. Surface pits - None

B. OFF WELL PAD

1. Proposed location of attendant off pad flowlines shall

be flagged prior to archaeological clearance.

2. A 4 1/2" OD steel above ground production pipeline will be

laid approximately 1690' from proposed location to a point in

the SE/NE of Section 18, T5S, R3W, where it will tie into

Petroglyph Operating Co., Inc.'s existing facility at the Ute

Tribal #18-08 tank battery. Proposed pipeline crosses Ute Tribe

lands, thus a Right-of-Way grant will be required. See attached

TOPO Map D showing pipeline route.

3. Proposed pipeline will be a 4 1/2" OD steel,

welded line laid on the surface.

4. Protective measures and devices for livestock and wildlife

will be taken and/or installed where required.

If storage facilities/tank batteries are constructed on this

lease, the facility/battery or the well pad shall be
surrounded by a containment dike of sufficient capacity to

contain, at a minimum, the entire contents of the largest

tank within the facility/battery, unless more stringent

protective requirements are deemed necessary by the

authorized officer.

The production facilities will be placed on the Ute Tribal
#18-08 location.
All permanent (on site for six months or longer) structures

constructed or installed (including pumping units) will be

painted a flat, non-reflective, earthtone color to match one

of the standard environmental colors, as determined by the

Rocky Mountain Five State Interagency Committee. All

facilities required will be painted within 6 months of

installation. Facilities required to comply with O.S.H.A.



(Occupational Safety and Health Act) will be excluded.
The required paint color is Desert Brown.

5. LOCATION & TYPE OF WATER SUPPLY

A. Water supply will be from Target Trucking's Roosevelt Brine Storage and/or Target's
water source in SE 1/4, Sec. 1, T 4S, R 5W Duchesne County, Utah (State water right
#43-10152). All water will come from a non-depletable source.

B. Water will be hauled by Target Trucking.
C. No water well will be drilled on lease.

6. SOURCE OF CONSTRUCTION MATERIAL

A. All construction material for this location and access road will be
of native borrow and soil accumulated during the construction of
location.

B. All construction material will come from Ute Tribal Land.
C. No mineral materials will be required.

7. METHODS OF HANDLING WASTE DISPOSAL

A. METHODS AND LOCATION
1. Cuttings will be confined in the reserve pit.
2. A portable toilet will be provided for human waste during

the drilling and completion of the well. Disposal will be
at the Vernal sewage disposal plant.

3. Burning will not be allowed. Trash and other waste material
will be contained in a wire mesh cage and disposed of at an
approved waste disposal facility.

4. Produced waste water will be confined to a lined pit or
storage tank for a period not to exceed 90 days after
initial production. During the 90 day period, an
application for approval of a permanent disposal method and
location, together with the required water analysis, will be
submitted for the AO's approval.



5. All chemicals will be disposed of at an authorized disposal
site. Drip pans and absorbent pads will be used on drilling
rig to avoid leakage of oil to pit.

B. Water from drilling fluids and recovered during testing operations
will be disposed of by either evaporating in reserve pit or be
removed and disposed of at an authorized disposal site.
Introduction of well bore hydrocarbons to reserve pit will be
avoided by flaring them off in flare pit at time of recovery.

Burning of trash will not be allowed. All trash must be contained in a
trash cage and hauled away to an approved disposal site at the
completion of the drilling activities.

On BIA administered land:
All reserve pits will be lined with either native clay, commercial
bentonite or plastic sufficient to prevent seepage. (If a plastic
nylon reinforced liner is used, it shall be torn and perforated
after the pit dries and before backfilling of the reserve pit).

A 12 mill liner shall be installed in the reserve pit.

To protect the environment:
If the reserve pit is lined the operator will provide the BIA with a
chemical analysis of the fluids in that pit no later than 90 days
after the well completion to determine the method for final
reclamation of the reserve pit. If the elemental concentrations
shown by the chemical analysis exceeds the requirements described
by part II, Standards of Qualityfor Waters of the State,
Wastewater Disposal Regulations, State of Utah Division of Health,
the contents and liner will be removed and disposed of at an
authorized disposal site.
To protect the environment (without a chemical analysis)
reserve pits will be constructed so as not to leak, break, or
allow discharge of liquids.
Storage tanks will be used if drill sites are located on tribal



irrigable land, flood plains, or on lands under crop production.

After first production, produced waste water will be confined to a

lined pit or storage tank for a period not to exceed ninety (90)

days. During the 90 day period, in accordance with NTL-2B, an

application for approval of a permanent disposal method and

location, along with required water analysis, shall be submitted

for the AO's approval. Failure to file an application within the

time allowed will be considered an incident of noncompliance.

8. ANCILLARY FACILITIES

A. No airstrips or camps are planned for this well.

9. WELL SITE LAYOUT

A. Refer to attached well site plat for related topography cuts and

fills & cross sections.

B. Refer to attached well site plat for rig layout and soil material

stockpile location as approved on On-site.

C. Refer to attached well site plat for rig orientation parking areas,

and access road.

The reserve pit will be located on the East side of the location.

The flare pit will be located downwind of the prevailing wind

direction on the East side of the location, a minimum of 100 feet from

the well head and 30 feet from the reserve pit fence.

The stockpiled topsoil will be stored on the North end.

Access to the well pad will be from the Northwest.

X_ Diversion ditch(es) shall be constructed on the Northeast corner

side of the location above the cut slope, draining to the Northwest.

N/A Soil compacted earthen berm(s) shall be placed on the

side(s) of the location between the

N/A The drainage(s) shall be diverted around the sides of the well pad location.

N/A The reserve pit and/or pad locations shall be constructed long and

narrow for topographic reasons

X_Corners No. 6 & 8 will be rounded off to minimize excavation.



FENCING REQUIREMENTS

All pits will be fenced according to the following minimum standards:

A. 39 inch net wire shall be used with at least one strand of barbed
wire on top of the net wire. (barbed wire is not necessary if pipe
or some type of reinforcement rod is attached to the top of the

entire fence).
B. The net wire shall be no more than 2 inches above the ground. The

barbed wire strand shall be 3 inches above the net wire. Total height
of the fence shall be at least 42 inches.

C. Corner posts shall be cemented and/or braced in such a manner to keep
the fence tight at all times.

D. Standard steel, wood, or pipe posts shall be used between the corner
braces. Maximum distance between any two posts shall be no greater
than 16'.

E. All wire shall be stretched by using a stretching device before it is
attached to the corner posts.

The reserve pit fencing will be on the three sides during drilling
operations and on the fourth side when the rig moves off the location.
Pits will be fenced and maintained until clean-up.

Each existing fence to be crossed by the access road shall be braced and
tied off before cutting so as to prevent slacking of the wire. The
opening shall be closed temporarily as necessary during construction to
prevent the escape of livestock, and upon completion of construction the
fence shall be repaired to BIA or SMA specifications. A cattleguard with
an adjacent 16 foot gate shall be installed in any fence where a road is
to be regularly travelled. If the well is a producer, the cattleguards
(shall/ shall not) be permanently mounted on concrete bases. Prior to a
new road, crossing any fence located on federal land, or any fence between
federal land and private land, the operator will contact the BIA, who will
in turn contact the grazing permittee or owner of said fence and offer
him/her the opportunity to be present when the fence is cut in order to
satisfy himself/herself that the fence is adequately braced and tied



10. PLANS FOR RESTORATION OF SURFACE

A. PRODUCING LOCATION
Immediately upon well completion, the location and surrounding area
will be cleared of all unused tubing, equipment, debris, materials,
trash, and junk not required for production.
Immediately upon well completion, any hydrocarbons on the pit shall
be removed in accordance with CFR 3162.7-1.
If a plastic nylon reinforced liner is used, it shall be torn and
perforated before backfilling of the reserve pit.
The reserve pit and that portion of the location not needed for
production facilities/operations will be recontoured to the
approximate natural contours. The reserve pit will be reclaimed
within 120 days from the date of well completion (weather permitting). Before any dirt
work takes place, the reserve pit will be completely dry and all
cans, barrels, pipe, fluid, and hydrocarbons, will be removed.

Contact appropriate surface management agency for required seed
mixture.

B. DRY HOLE/ABANDONED LOCATION
At such time as the well is plugged and abandoned, the operator
will submit a subsequent report of abandonment and BIA will attach
the appropriate surface rehabilitation conditions of approval.

ON BIA Administered lands:
Abandoned well sites, roads, or other disturbed areas will be
restored to near their original condition. This procedure will
include: (a) reestablishing irrigation systems where
applicable, (b) reestablishing soil conditions in irrigated
fields in such a way as to ensure cultivation and harvesting of
crops and, (c) ensuring revegetation of the disturbed areas to
the specifications of the Ute Indian Tribe or the BIA at the time
of



l1. SURFACE OWNERSHIP

Access road: Ute Indian Tribe

Location: Ute Indian Tribe

12. OTHER INFORMATION

A. Petroglyph Operating Co., Inc. will inform all persons in the area who are

associated with this project that they are subject to prosecution for

knowingly disturbing historic or archaeological sites, or for

collecting artifacts. If historic or archaeological materials are

uncovered during construction, the operator will immediately stop

work that might further disturb such materials, and contact the AO.

Within five working days the AO will inform the operator as to:

-whether the materials appear eligible for the National Register of

historic Places;

the mitigation measures the operator will likely have to undertake

before the site can be used.

-a time frame for the AO to complete an expedited review under 36 CFR

800.11 to confirm, through the State Historic Preservation Officer,

that the findings of the AO are correct and that mitigation is

appropriate.

If the operator wished, at any time, to relocate activities to avoid

the expense of mitigation and/or the delays associated with this

process, the AO will assume responsibility for whatever recordation

and stabilization of the exposed materials that may be required.

Otherwise, the operator will be responsible for mitigation costs.

The AO will provide technical and procedural guidelines for the

conduct of mitigation. Upon verification from the AO that required

mitigation has been completed, the operator will then be allowed to

resume construction.

B. As operator, Petroglyph Operating Co., Inc. will control noxious weeds along

Right-of-Ways for roads, pipelines, well sites, or other applicable

facilities. A list of noxious weeds will be obtained from the BIA,

or the appropriate County Extension Office. On BIA administered land,



a Pesticide Use proposal shall be submitted, and given approval,

prior to the application of herbicides or other pesticides or

possible hazardous chemicals.

C. Drilling rigs and/or equipment used during drilling operations on

this well site will not be stacked or stored on Tribal Lands after

the conclusion of drilling operations or at any other time without

BIA authorization. However, if BIA authorization is obtained, it is

only a temporary measure to allow time to make arrangements for
permanent storage on commercial facilities.

On BIA administered land:
Operator's employees, including subcontractors, will not gather

firewood along roads constructed by operators. If wood cutting is

required, a permit will be obtained from the Forestry Department of

the BIA pursuant to 25 CFR 169.13 "Assessed Damages Incident to
Right-of-Way authorization". All operators, subcontractors, vendors,

and their employees or agents may not disturb saleable timber
(including firewood) without a duly granted wood permit from the BIA

Forester.
If the surface rights are owned by the Ute Indian Tribe and mineral

rights are owned by another entity, an approved right-of-way will be
obtained from the BIA before the operator begins any construction

activities. If the surface is owned by another entity and the
mineral rights are owned by the Ute Indian Tribe, rights-of-way will be
obtained from the other entity.

All roads constructed by operators on the Uintah and Ouray Indian

Reservation will have appropriate signs. Signs will be neat and of

sound construction. They will state: (a) that the land is owned by
the Ute Indian Tribe, (b) the name of the operator, (c) that
firearms are prohibited to all non-Ute Tribal members (d) that
permits must be obtained from the BIA before cutting firewood or

other timber products, and (e) only authorized personnel permitted.

All well site locations on the Uintah and Ouray Indian Reservation

will have an appropriate sign indicating the name of the operator,
the lease serial number, the well name and number, the survey



description of the well (either footage or the quarter-quarter

section, the section, township, and range).

Additional Surface Stipulations
N/A No construction or drilling activities shall be conducted between

and because of

N/A No surface occupancy will be allowed within 1,000 feet of any sage
grouse strutting ground.

N/A No construction or exploration activities are permitted within 1.5
mile radius of sage grouse strutting grounds from April 1 to June 30.

N/A There shall be no surface disturbance within 600 feet of live water
(includes stock tanks, springs, and guzzlers).

N/A No cottonwood trees will be removed or damaged.
N/A Pond will be constructed according to BLM specifications

approximately ft. of the location, as flagged
on onsite.

LESSEE'S OR OPERATOR'S REPRESENTATIVE AND CERTIFICATION
PERMITTING OPERATIONS
Ed Trotter Deanna Bell
1620 West 750 North P.O. Box 607
Vernal UT 84078 Roosevelt, UT 84066
Telephone # (801)789-4120 (801) 722-2531

Fax # (801) 789-1420 Fax # (801) 722-9145

All lease/or unit operations will be conducted in such a manner that full
compliance is made with all applicable laws, regulations, Onshore Oil and
Gas Orders, the approval plan of operations, and any applicable Notice to
Lessees. Petroglyph Operating Co., Inc. is fully responsible for the actions of
their subcontractors. A copy of these conditions will be furnished to the
field representative to insure compliance.
A copy of the approved APD and ROW grant, if applicable, shall be



location during construction of the location and drilling activities.

The BIA Office shall be notified upon site completion prior to moving on

the drilling rig.

Certification:

I hereby certify that I, or persons under my direct supervision, have inspected the proposed

drillsite and access route; that I am familiar with the conditions which presently exist; that the
statements made in the Plan are to the best of my knowledge, true and correct; and that the work

associated with the operations proposed herein will be performed by Petroglyph Operating Co.,

Inc. and its contractors and sub-contractors in conformity with this Plan and the terms and

conditions under which it is approved.



PETROGLYPH OPERATING CO., INC.
LOCATION LAYOUT FOR '¾

UTE TRIBAL #17-12
de SECTION 17, T5S, R3W, U.S.B.&M 13

evoyo 2527' FSL 612' FWL RT

C-4.6' E-1.2' 77.0.9'
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e Pit Ba
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Dev. Ungraded Ground at Location Stake = 608J.5'
Dev. Graded Ground at Location Stake =

6082,|» UINTAH ENGINEERING LAND SURVEYING
85 So. 200 Best * Yarnal. Utah 84078 * (801)



\ PETROGLYPH OPERATING CO., INC. pomo

x-section TYPICALCROSS SECTIONS FOR
ANT

scale UTE TRIBAL #17·-12

1" =
50. SECTION 17, T5S, R3W, U.S.B.&M.

2527' FSL 612' FWL KA

DATE: 7-1-96
Drawn By· D.R.B 40' 100'

CUT

S TA. 2+ 75

LOCA710N STAKE

CUT Tinished G'rade

Preconstruction

60's 40' 100'

CUT

S TA. 0+52

40' 100

Slop e= 1 1/2: 1

NOTE: ÛN CUT

Topsoil should not be m,.
Stripped Below Finished
Grade on Substructure Area.

STA. 0+00 '

APPROXIMATE YARDAGES EXCESS MATERIALAFTER
5% COMPACTION = 4,860 Cu. Yds.

(12") Topsoil Stripping = 1,670 Cu. Yds. Topsoil & Pit Backfill = 2,J70 Cu. Yds.
(1/2 Pit Vol.)

Remaining Location = 8,040 Cu. Yds. EXCESS UNBALANCE = 2,490 Cu. Yds.

TOTALCUT = 9, 710 CU.YDS.
(After Rehabilitation)

FILL = 4,610 CU.YDS. UINTAH ENGINEERING & LAxo SURVEYING
85 So. 200 East * Vemai. litsh 04070 * (801)
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TOPOGR A PH I C PETROGLYPH OPERATING CO., INC.M A P "A"
UTE TRIBAL #17-12

DATE:7-1-96 SECTION 17, T5S, R3W, U.S.B.&M.
Drawn by: D.coX 2527' FSL 612'FWL

UINTAH ËNGINEERING & LAND SURVEYING
85 So. 200 East • Vemal,Utah 84078 * (801)



oposed Location:
TBIRAL #17-12
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WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 09/24/96 API NO. ASSIGNED: 43-013-31713

WELL NAME: UTE TRIBAL 17-12
OPERATOR: PETROGLYPH OPERATING (N3800)

PROPOSED LOCATION: INSPECT LOCATION BY: / /
NWSW 17 - TO5S - RO3W
SURFACE: 2527-FSL-0612-FWL TECH REVIEW Initials Date
BOTTOM: 2527-FSL-0612-FWL
DUCHESNE COUNTY Engineering
ANTELOPE CREEK FIELD (060)

Geology
LEASE TYPE: IND
LEASE NUMBER: 14-20-H62-4633 Surface

PROPOSED PRODUCING FORMATION: GRRV

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

77 Plat
_ _

R649-2-3. Unit:
L

y Bond: Federal ÚState[] Fee[]
(Number fQ (ffg )

_

R649-3-2
. General .

Potash (Y/N)
y Oil shale (Y/N)

_

g(/R649-3-3
. Exception.

V Water permit
(Number ///- /pg 2 ) Drilling Unit .

RDCC Review (Ÿ/N)
¯¯¯

Board Cause no:
(Date: ) Date:

COMMENTS:



OPERATOR: PETROGLYPH
FIELD: ANTELOPE CREEK (060)
SEC. TWP. RNG: 17 TSS R3W
COUNTY: DUCHESNE
UAC: R649-3-3

GRRV . GRRV UE TRIBAL
e , GRRV GRRY

GRRV UTETRIBAL

GRRY UTE TRIBAL GRF
08-11

GRRV
3Rev

XXXXX

GRRV GRRV GRRV
GRRV e e

GRRV g UTE TRIBAL
GRRV e 17-05

GRRV g UTE2TRIBAL

ANTELOPE CREEK FIELD """
ansv 1

GRRV
e

GRRV GRRV
e

GRRV
e

GRRV
e

UTE TRIBA1.

PREPARED:
DATE:



STATE OF UTAH, DIV OF OIL, GAS & MINERALS

Operator: PETROGLYPH OPERATING C | Well Name: UTE TRIBAL 17-12

Project ID: 43-013-31713 | Location: SEC. 17 - T5S - R3W

Design Parameters: Design Factors:
Mud weight ( 8.33 ppg) : 0.433 psi/ft Collapse : 1.125

Shut in surface pressure : 2294 psi Burst : 1.00

Internal gradient (burst) : 0.059 psi/ft 8 Round : 1.80 (J)

Annular gradient (burst) : 0.000 psi/ft Buttress : 1.60 (J)

Tensile load is determined using air weight Other : 1.50 (J)

Service rating is "Sweet" Body Yield : 1.50 (B)

Length Size Weight Grade Joint Depth Drift Cost
(feet) (in.) (lb/ft) (feet) (in.)

1 6,143 5.500 15.50 J-55 ST&C 6,143 4.825

Collapse Burst Min Int Yield Tension
Load Strgth S.F. Load Strgth S.F. Load Strgth S.F.

(psi) (psi) (psi) (psi) (kips) (kips)

1 2658 4040 1.520 2658 4810 1.81 95.22 202 2.12 J

Prepared by : MATTHEWS, Salt Lake City, Utah
Date : 10-03-1996
Remarks :

GREEN RIVER

Minimum segment length for the 6,143 foot well is 1,500 feet.

SICP is based on the ideal gas law, a gas gravity of 0.69, and a mean gas

temperature of 117°F (Surface 74°F
, BHT 160°F & temp. gradient 1.400°/100 ft.)

String type: Production

The mud gradient and bottom hole pressures (for burst) are 0.433 psi/ft and

2,658 psi, respectively.

NOTE : The design factors used in this casing string design are as shown above. As a general
guideline, Lone Star Steel recommends using minimum design factors of 1.125 - collapse (with
evacuated casing), 1.0 - (uniaxial) burst, 1.8 - API Brd tension, 1.6 - buttress tension,
1.5 - body yield tension, and 1.6 - EUE Brd tension. Collapse strength under axial tension
was calculated based on the Westcott, Dunlop and Kemler curve. Engineering responsibility
for use of this design will be that of the purchaser.
Costs for this design are based on a 1987 pricing model. (Version



State of UtahO DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING

Michael O. Leavitt
Governor 1594 West North Temple, Suite 1210

Ted Stewart
Executive Director Box 145801

James W. Carter Salt Lake City, Utah 84114-5801
Division Director

October 3, 1996

Petroglyph Operating Company, Inc.
P.O. Box 607
Roosevelt, Utah 84066

Re: Ute Tribal 17-12 Well, 2527' FSL, 612' FWL, NW SW, Sec. 17,
T. 5 S., R. 3 W., Duchesne County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah code
Ann. 40-6-1 et seq., Utah Administrative Code R649-3-1 et seq.,
and the attached Conditions of Approval, approval to drill the
referenced well is granted.

This approval shall expire one year from the above date
unless substantial and continuous operation is underway, or a
request for extension is made prior to the expiration date. The
API identification number assigned to this well is 43-013-31713.

>>- R. J. Firth
Associate Director

lwp
Enclosures
cc: Duchesne County Assessor

Bureau of Land Management, Vernal District



Operator: Petroglyph Operating Company, Inc.

Well Name & Number: Ute Tribal 17-12

API Number: 43-013-31713

Lease: 14-20-H62-4633

Location: NW SW Sec. 17 T. 5 S. R. 3 W.

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et
seq., the Oil and Gas Conservation General Rules, and the
applicable terms and provisions of the approved Application
for Permit to Drill.

2. Notification Requirements
Notify the Division within 24 hours following spudding the
well or commencing drilling operations. Contact Jimmie
Thompson at (801)538-5336.

Notify the Division prior to commencing operations to plug
and abandon the well. Contact Frank Matthews at
(801)538-5334 or Mike Hebertson at (801)538-5333.

3. Reporting Requirements
All required reports, forms and submittals shall be promptly
filed with the Division, including but not limited to the
Entity Action Form (Form 6), Report of Water Encountered
During Drilling (Form 7), Weekly Progress Reports for
drilling and completion operations, and Sundry Notices and
Reports on Wells requesting approval of change of plans or
other operational



Form 3160-3
sUBMIT IN TR-TACATE* Form approved.

(November 1983)
(Other instrt as on Budget Bureau No. 1004-0136

(formerly 9-331C> Us.. FED STATES reverse se ,
Expires August 31, 1985

DEPARTMENT OF THE INTERIOR 5. LEASE DESIGNATION AND BERIAL NO.

BUREAUOF LAND MANAGEMENT 14-20-H62-4633

AP'LICATION FOR PERMITTO DRILL,DEEPEN,OR PLUG BACK 0. IF INDIAN, ALLOTTER OB TBIBE ÑAm

UTE INDIAN TRIBE
18. TTPE OF WORK

DRILL DEEPEN O PLUG BACK O 7. UNE AGREEMENT NAM

b. TTrz or war-L

OILLL GWABLL
OTHER

S NNELE UNLTIPLE 8. FARM OR LEASE NAME

2. NAME OF OPERATOR
UTE TRIBAL

PETROGLYPH OPERATING CO. , INC. 9. WEI,I, NO.

3. ADDRESS OF OPERATOR

#17-12

P.O. BOX 607, ROOSEVELT, UTAH 84066 to. FIELD AND POOL. OR WILDCAT

4. LOCATION OF WELL (Report location clearly and in accordance with any State requirements.•) ANTELOPE CREEK

At surface
2527' FSL & 612' FWL, NW/Sw SEP 2 i 996

22..ge.... . o. ..

At proposed prod. zone
-0/,7-7/7//

SEC. 17, T5S,R3W

14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OrrICE* 12. COUNTY OR PARISH 18. STATE

17.6 MILES SOUTHWEST OF MYTON, UTAH
DUCHESNE UTAH

10. SCAANCE FROOhM P SEÕ* 1Ñ. NO. OF ACRES IN LEASE 17. NO. OF ACBELLASSIGNED

PROPERTY OB LEASE LINE, FT· 612 ' 640 40
(Also to nearest drlg. unit line, if any)

18. DISTANCE FROM PROPOSED LOCATION* 1Û. PHOPOSED DEPTH 20. ROTART OR CABLE TOOLS

TO NEAREST WELL, DRILLING, COMPLETED,

OR APPUED FOR, ON THIS LEASE· "· 6143 ROTARY

21. ELEVATrows (Show whether DF, RT, GR, etc.)
22. APPROI. DATE WOEK WILL START*

6082.l'GRADED GROUND
SEPTEMBER, 1996

23. PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE BIZE OF CABING WEIGHT PER FOOT SETTING DEPTH
QUANTITY OF CEMENT

12 1/4 8 5/8 24.0# 250 ' 135 sx class "G" + 2% CaCl

7 7/8 5 -1/2

1/4 #/sx celloflake.

L U L' 50/50 POZMIX + 2% GEL + 10%
SALT TO 400 ' ABOVE ALL ZONE

QQg OF INTEREST (+ 10% EXCESS) .

LIGHT CEMENT ( 11 PPG + ) +

LCM TO 200 ' ABOVE OIL SHALE

OR FRESH WATER INTERVALS (+
DIV.OFOIL,GAS&MINING 5% EXCESS. )

PETROGLYPH OPERATING COMPANY INC. WILL BE THE DESIGNATED

OPERATOR OF THE SUBJECT WELL UNDER BOND # BO 4556.

p.c.: Utah Division of Oil, Gas, and Mining
Bureau of Indian Affairs, Fort Duchesne, Utah

Ute Tribe, Fort Duchesne, Utah

IN ABOVE SPACE DESf'RIBE O OSED PROGRAM : If proposal is to deepen or plug back, give data on present productive zone and proposed new productive

zone. If proposal is to d 11 or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths, Give blowout

revenot progr it any.

AGENT FOR PETROGLYPH es,.
9-23-96

(This space for Feder or State o Ece use)

APE 10

ITI,E
DATE --

CONDITIONS OF APPROVAI., IF ANY:

To 2ro- m ·'04

*SeeInstructionsOn ReverseSide
Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the

United States any false, fictitious or fraudulent statements or representations as to any matter within its
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Well No.: Ute Tribal 17-12

CONDITIONSOF APPROVAL
APPLICATIONFOR PERMIT TO DRILL

Company/Operator: Petroqlyph Operatinq Company Inc.

Well Name & Number: Ute Tribal 17-12

API Number: 43-013-31713

Lease Number: 14-20-H62-4633

Location: NWSW Sec. _1_7_ T.5_S_R. 3W

For more specific details on notification requirements, please check the Conditions of Approval
for Notice to Drilland Surface Use
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Well No.: Ute Tribal 17-12

CONDITIONSOF APPROVAL FOR NOTICETO DRILL

Approval of this application does not warrant or certify that the applicant holds legal or
equitable title to those rights in the subject lease which would entitle the applicant to conduct
operations thereon.

Be aware fire restrictions may be in effect when location is being constructed and/or when well

is being drilled. Contact the appropriate Surface Management Agency for information.

A. DRILLINGPROGRAM

1. Estimated Depth at Which Oil, Gas, Water, or Other Mineral Bearinq Zones are
Expected to be Encountered

Report i water shows and water-bearing sands to Tim Ingwell of this office prior to
setting the next casing string or requesting plugging orders. Faxed copies of
State of Utah form OGC-8-X are acceptable. If noticeable water flows are detected,
submit samples to this office along with any water analyses conducted.

All usable water and prospectively valuable minerals (as described by BLMat onsite)
encountered during drilling,willbe recorded by depth and adequately protected. All oil
and gas shows will be tested to determine commercial potential.

2. Pressure Control Equipment

The BOP and related equipmentshall meet the minimum requirements of Onshore Oil
and Gas Order No. 2 for equipment and testing requirements, procedures, etc., for a
2M_system and individual components shall be operable as designed. Chart recorders
shall be used for all pressure tests.

Test charts, with individual test results identified, shall be maintained on location while
drillingand shall be made available to a BLMrepresentative upon request.

If an air compressor is on location and is being utilized to provide air for the drilling
medium while drilling,the special drillingrequirements in Onshore Oil and Gas Order
No. 2, regarding air or gas drillingshall be adhered to. Ifa mist system is being utilized
then the requirement for a deduster shall be waived.

3. Casinq Proqram and Auxiliary Equipment

Surface casing shall have centralizers on the bottom three joints,with a minimum of
one centralizer per joint.

As a minimum, the usable water shall be isolated and/or protected by having a cement
top for the production casing at least 200 ft. above the top of the shallowest potential
productive zone. If gilsonite is encountered while drilling,it shall be isolated and/or
protected via the cementing
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Well No.: Ute Tribal 17-12

4. Mud Proqram and Circulatinq Medium

Hazardous substances specifically listed by the EPA as a hazardous waste or
demonstrating a characteristic of a hazardous waste will not be used in drilling,testing,
or completion operations.

No chromate additives will be used in the mud system on Federal and Indian lands
without prior BLM approval to ensure adequate protection of fresh water aquifers.

5 .Corinq, Loqqinq and Testinq Proqram

Daily drillingand completion progress reports shall be submitted to this office on a
weekly basis.

All DrillStem tests (DST) shall be accomplished during daylight hours, unless specific
approval to start during other hours is obtained from the AO. However, DSTs may be
allowed to continue at night if the test was initiated during daylight hours and the rate
of flow is stabilized and if adequate lighting is available (i.e., lighting which is adequate
for visibilityand vaporproof for safe operations). Packers can be released, but tripping
should not begin before daylight unless prior approval is obtained from the AO.

A cement bond log (CBL)willbe run from the production casing shoe to the top of the
cement and shall be utilized to determine the bond quality for the production casing.
Submit a field copy of the CBL to this office.

Whether the well is completed as a dry hole or as a producer, "Well Completion and
Recompletion Report and Log" (Form 3160-4) will be submitted not later than 30 days
after completion of the well or after completion of operations being performed, in
accordance with 43 CFR 3164. Two copies of all logs, core descriptions, core
analyses, well-test data, geologic summaries, sample description, and all other surveys
or data obtained and compiled during the drilling, workover, and/or completion
operations, will be filed with Form 3160-4. Samples (cuttings, fluids, and/or gases) will
be submitted when requested by the AO.

6. Notifications of Operations

No location will be constructed or moved, no well will be plugged, and no drillingor
workover equipment willbe removed from a well to be placed in a suspended status
without prior approvalof the AO. If operations are to be suspended, prior approval of
the AO willbe obtained and notificationgiven before resumption of operations.

Operator shall report production data to MMSpursuant to 30 CFR 216.5 using form
MMS/3160.

Immediate Report: Spills, blowouts, fires, leaks, accidents, or any other unusual
occurrences shall be promptly reported in accordance with the requirements of NTL-3A
or its
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Well No.: Ute Tribal 17-12

If a replacement rig is contemplated for completionoperations, a "Sundry Notice"
(Form 3160-5) to that effect willbe filed, for prior approval of the AO, and all conditions
of this approved plan are applicable during all operations conducted with the
replacement rig.

The date on which production is commenced or resumed will be construed for oil wells
as the date on which liquid hydrocarbons are first sold or shipped from a temporary
storage facility, such as a test tank, and for which a run ticket is required to be
generated or, the date on which liquid hydrocarbons are first produced into a
permanent storage facility, whichever first occurs; and, for gas wells as the date on
which associated liquid hydrocarbons are first sold or shipped from a temporary
storage facility, such as a test tank, and for which a run ticket is required to be
generated or, the date on which gas is first measured through permanent metering
facilities, whichever first occurs.

Should the well be successfully completed for production, the AO willbe notified when
the well is placed in a producing status. Such notification will be sent by telegram or
other written communication, not later than five (5) days following the date on which
the well is placed on production.

Gas produced from this well may not be vented or flared beyond an initial authorized
test period of 30 days or 50 MMCF following its completion, whichever occurs first,
without the prior written approval of the Authorized Officer. Should gas be vented or
flared without approval beyond the authorized test period, the operator may be directed
to shut-inthe well until the gas can be captured or approvalto continueventing or
flaring as uneconomic is granted and the operator shall be required to compensate the
lessor for that portion of the gas vented or flared without approval which is determined
to have been avoidably lost.

A schematic facilities diagram as required by 43 CFR 3162.7-2, 3162.7-3, and 3162.7-
4 shall be submitted to the appropriate District Office within thirty (30) days of
installation or first production, whichever occurs first. Allsite security regulations as
specified in Onshore Oil & Gas Order No. 3 shall be adhered to. All product lines
entering and leaving hydrocarbon storage tanks willbe effectively sealed in
accordance with 43 CFR 3162.7-4.

No well abandonment operations willbe commenced without the prior approvalof the
AO. In the case of newly drilled dry holes or failures, and in emergency situations, oral
approvalwill be obtained from the AO. A "Subsequent Report of Abandonment" Form
3160-5, willbe filed with the AO withinthirty(30) days followingcompletion of the well
for abandonment. This report willindicate where plugs were placed and the current
status of surface restoration. Final abandonment willnot be approved until the surface
reclamation work required by the approved APD or approved abandonment notice has
been completed to the satisfactionof the AO or his representative, or the appropriate
Surface Managing
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7. Other Information

All loading lines will be placed inside the berm surrounding the tank battery.

All off-lease storage, off-lease measurement, or commingling onlease or off-lease will
have prior written approval from the AO.

The oil and gas measurement facilities will be installed on the well location. The oil
and gas meters will be calibrated in place prior to any deliveries and tested for meter
accuracy at least quarterly thereafter. The AO will be provided with a date and time for
the initial meter calibration and all future meter proving schedules. A copy of the meter
calibrationreports willbe submitted to the Vernal DistrictOffice. AIImeter
measurement facilities will conform with Onshore Oil & Gas Order No. 4 for liquid
hydrocarbons and Onshore Oil & Gas Order No. 5 for natural gas measurement.

The use of materials under BLMjurisdictionwillconform to 43 CFR 3610.2-3.

There willbe no deviation from the proposed drillingand/or workover program without
prior approval from the AO. Safe drillingand operating practices must be observed.
All wells, whether drilling,producing, suspended, or abandoned will be identified in
accordance with 43 CFR 3162.

"Sundry Notice and Report on Wells" (Form 3160-5) will be filed for approval for all
changes of plans and other operations in accordance with 43 CFR 3162.3-2.

Section 102(b)(3) of the Federal Oil and Gas Royalty Management Act of 1982, as
implemented by the applicable provisions of the operating regulations at Title 43 CFR
3162.4-1(c), requires that "not later than the 5th business day after any well begins
production on which royalty is due anywhere on a lease site or allocated to a lease
site, or resumes production in the case of a well which has been off production for
more than 90 days, the operator shall notify the authorized officer by letter or sundry
notice, Form 3160-5, or orally to be followed by a letter or sundry notice, of the date on
which such production has begun or resumed."

If you fail to comply with this requirement in the manner and time allowed, you shall be
liable for a civilpenalty of up to $10,000per violation for each day such violation
continues, not to exceed a maximum of 20 days. See Section 109(c)(3) of the Federal
Oil and Gas Royalty Management Act of 1982 and the implementing regulations at
Title 43 CFR 3162.4-1(b)(5)(ii).

APD approval is valid for a period of one (1) year from the signature date. An
extension period may be granted, if requested, prior to the expiration of the original
approval
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In the event after-hours approvals are necessary, please contact one of the following
individuals:

Ed Forsman (801) 789-7077
Petroleum Engineer

Wayne P. Bankert (801) 789-4170
Petroleum Engineer

Jerry Kencka (801) 781-1190
Petroleum Engineer

BLM FAX Machine (801)
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EPA'S LIST OF NONEXEMPTEXPLORATIONAND PRODUCTIONWASTES

While the following wastes are nonexempt, they are not necessarily hazardous.

Unused fracturing fluids or acids

Gas plant cooling tower cleaning wastes

Painting wastes

Oil and gas service company wastes, such as empty drums, drum rinsate, vacuum truck
rinsate, sandblast media, painting wastes, spend solvents, spilledchemicals, and waste acids

Vacuum truck and drum rinsate from trucks and drums, transporting or containing nonexempt
waste
Refinery wastes

Liquid and solid wastes generated by crude oil and tank bottom reclaimers

Used equipment lubrication oils

Waste compressor oil, filters, and blowdown

Used hydraulic fluids

Waste solvents

Waste in transportationpipeline-related pits

Caustic or acid cleaners
Boiler cleaning wastes

Boiler refractory bricks
Incinerator ash

Laboratory wastes

Sanitary wastes
Pesticide wastes
Radioactive tracer wastes

Drums, insulation and miscellaneous
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Well No.: Ute Tribal 17-12

SURFACE USE PLAN OF OPERATION
Conditions of Approval (COA's)

1. The Ute Tribe Energy and Minerals Department is to be notified 48 hours prior to
construction.

2. Petroglyph Operating Company will assure the Ute Tribe that any/all
contractors/subcontractors have acquired a Tribal Business License and have an Access

Permit prior to construction.

3. All vehicular traffic, personnel movement, construction and restoration operations should

be confined to the areas examined, as referenced in report, and to the existing roadways
and/or evaluated access routes.

4. AIIrecommendations of the Bureau of Indian Affairs, combined site specific Environmental
Analysis (EA) report shall be strictly adhered, during and after construction.

5. All personnel should refrain from collecting artifacts and from disturbing any significant
cultural remains from subsurface deposits at are exposed or identified during construction.

6. The personnel from the Ute Tribe Energy & Minerals Department should be consulted,
should cultural remains from subsurface deposits be exposed or identified during
construction.

7. Upon completion of Application for Permit to Drilland Right-of-way, the Ute Tribe Energy

& Minerals Resource Department will be notified by Petroglyph Operating Company so
that a Tribal Technician can verify Affidavit of Completions.

Mitigation stipulations from the combined site specific Environmental Analysis.

1. Before the site is abandoned the companywillbe required to restore the well pad and
access read to near their original state. The disturbed area w"! be reseeded with
desirable perennial vegetation.

2. Noxious weeds will be controlled on all well sites and rights-of-way. If noxious weeds
spread from the well sites or rights-of-wayonto adjoining land, the company will also be
responsible for their control.

3. The pipeline willbe constructed to lay on the soil surface, and the right-of-waywillnot be
bladed or cleared of vegetation.

Where pipelines are constructedparallel to roads they may be welded on the road and
then lifted from the road onto the
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Well No.: Ute Tribal 17-12

Where pipelines do not parallel roads but cross country between stations, they shall be
welded in place at wellsites or on access roads and then pulled between stations with a
suitable piece of equipment. Traffic will be restricted along these areas so that the
pipeline right-of-waywillnot be used as an access road.

4. An open drillingsystem shall be used. Reserve pits will be lined with impervious synthetic
liners. Prior to backfillingthe reserve pit all fluids willbe pumped from the pit into trucks
and hauled to approved disposal sites. When the reserve its are backfilled the surplus
oil and mud, etc will be buried a minimumof 3.0 feet below the surface of the soil.

5. A closed production system willbe used. Production fluids will be contained in leak proof
tanks. All production fluids will be disposed of at approved disposal sites. The
indiscriminate dumping of production fluids on roads, well sites or other areas will not be
allowed.

6. Although the access roads have a 30 foot right-of-waythe bladed area of the road willbe
limited to 21 feet in all areas except where deep cuts and fills are required, sharp turns
are required, or at the intersections with other



DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: PETROGLYPH OPERATING

Well Name: UTE TRIRAL 17-12

Api No. 43-013-31713

Section 17 Township 5S Range 3W County DUCHESNE

Drilling Contractor UNION

Rig #: 12

SPUDDED:

Date: 10/8/96

Time:

How: ROTARY

Drilling will commence:

Reported by: D. INGRAM-DOGM

Telephone #:

Date: 10/9/96 Signed:



IAlt 01 ill
.v.

DivtS10ti og ', GAS AND flINING OPtitAlon broglyph Operating Co., Inc• OPERAfoR ACCf. No N38OO
ENTITY ACl [0N FOIIH - FORM6 ADDREss È.O. Box 1839

Hutchinson, KS 67504-1839

Afilon (tiltlitill NEW API NUNDER WELLNAME JELL IICAL10f SPUD EFFEÑTCODE LillifY NO. filflIY 00. g() SC TP RG COUNTY DATE DATE
A 43-013-31713

Ute Tribal 17-12 NWSW 17 5S 3W Duchesne 10-8-96

Ute Tribal 17-12 will tie into common tank battery Ute Tribal 17-05

2 00tu!EMIS:

\ \ lil i
HELL 3 001BIElliS:

I \ \ \
WELL31 00191E015:

I Illi I
WELL 5 00fr:ENlS:

ACT10ft C0llES (See Instructions on back of forni)
A - Establish new entity for new well (single well only)
0 - Add new well tu existing entity (group or unit well) Signature Deanna W1C - Re-assign well from one existing entity to another existi n
D - Re-assign well from one existing entity to a new entity / Operations Coordinator 10-11-96
E - Uther (explain in romnents section) IÌtle Date

001E: Use (OlINEnf section to explain why each Action Code was sel Phone No. (8011 722-2531

(3/89)

OlV0 AS& MlNING



DIVISION O O N I

REPORT OF WATER ENCOUNTER J G

1. Well name and number: / / 2-/
UIV.UE UIL, bAb & MINING .

API number: 43-013-31713

2. Well Location: QQ Section / 7 Township n Range ŸA.A County QNÑA.AË
3. Well operatoc /

Address: P.O. Box 1839

Hutchinson, KS 67504-1839 Phone: (316) 665-8500

4. Drilling Contractor

Address:

Phone:

5. Water encountered (attach additional pages as needed):

DEPTH VOLUME QUALITY

FROM TO (FLOWRAW OR HEAD) (FRESH OR SALTY)

6. Formation tops:

If an analysis has been magie of the water encountered, please attach a copy of the report to this form.

I hereby certifyty thts repon as true and complete to the best of my knowledge. Date: O (

t meA Signature:



PE7ROGI..,Yowoperating con >any, ino.

VIA UPS

Vicky Dyson
State of Utah
Division of Oil, Gas & Mining NOV2 0 1996
1594 W. North Temple, Ste. 1210
Salt Lake City, UT 84114

DIV.OFO!L,GAS& MINING
Ms. Dyson:

Enclosed please find the logs listed below for the wells located in Duchesne County, Utah.

Well Name - CONRDENT\AL
Ute Tribal 03-04 CNL, AIT -

Ute Triba103-12 CNL, AIT
Ute Tribal 04-02A CNL/GR
Ute Tribal 04-08 CNL/GR, AIT
Ute Tribal 04-15 CNL, AIT
Ute Tribal 08-07 ' AIT

Ute Tribal 28-05A CNL
Ute Tribal 30-01 CNL, AIT
Ute Tribal 30-08 CNL, AIT

If you have any questions, please do not hesitate to contact me at (316) 665-8500.

Sincerely,

Angela RIEly
Administrative Operations ger

ARE/ms

Enclosures

anklatau-uMogm\ll-I5]og
11/1996 12:07 PM

316-665-8500 • Fax



r orm approved.

' So VNITED STATES """"" '" ""'" E
00 -0137

DEPARTA NT OF THE INTERIOR I.EASE DESigNATION AND SERIAL NO.

BUREAU OF LAND MANAGEMENT 14-20-H62.4633

WELL COMPLETION OR RECOMPLETION REPORTAND LOG *
ND ROT RUMI NAME

ta. TYPE OF WELL: <a e as.l.
our Outer 7 UNIT ACREEMENT NAME

k TYPE OF COMPLETION
14-20-H62-4650

NEW wolltK pt:t;r. t•¡ pg; pggy,

atEt.I, styEit FN IIACK l.:NVR. Other b VARM OR LEAS NAMB

2. ÑAME OF OPERATOR

Petroglyph Operating Copany, Inc.

3. ADDRESS OF UPERATOS

P. O. Box 1839, Hutchinson, KS 67504-1839
10. FIELD AND POOI., OR WILDCAT

4. I.oCATION or «Et.L (Report location clearly and in accordance icith any State requirem MM1Ope Œd

2527' FSL & 612' FWL, MG SW \ ' 11. BEC.. T., R.. M., OR BLOCK AND BURVET
OK AREA

At top prod. interval reported below
Sec 17-T5S-R3W

At total depth

6160' RTD -14.

v.a.,,,, so. oare lascro 12. counst on is. .222.

43-013-31713 DuÔËœ Utah
15. DATE SPCDDSD 16. DATE T.D. REACHED 17. DATE COMPL. (Ready to prod.) 18. ELEVATIONa (Dr. RKB. RT. ca, ETC.). 19. ELET. CAarNGHEAD

10-8-96 10-15-96 11-11-96 6082.1'
20. TurAL DEPTH, MD & TVD 21. FLUG. BACK T.D.. MD & TVD 22. IF Mi I.Tirt.E COMPL., 23. IN i.S ROTARY TOOLS CABLE TOOLS

6160 ' 5836 ' """ "^"' """"° "

24. PRODUCING ENTERVAL(8), OF THIS COMl'LETiON--TOP, BOTTOM, NAME (MD AND TVD)• 26. WAS DIRECTIONAL
SURVET MADE

Green River

26. TTPE ELECTRIC AND OTHER LOGB RUN 27. WAS WELL COEED

28. CASING RECORD (Report all strings set in torn)

CASING 81EE WEIGHT, LB./FT. DEPTH SET (MD) HOl-E SIEE CEMENTING RECORD AMOUNT PULLED

8-5/8 24# 412 12-1/4 250 sx Type 5 & 2% CaCl2
5-1/2 15.5# 5866 7-7/8 85 sx Mod Hifill & 320 s> G

29. LINER RECORD 30. TUBING RECORD

81EE TOP (MD) BOTTOM (MD) SACKS CEMENT* SCREEN (MD) SIZE DEPTH SET (MD) FACKEE ST (
2-7/8 bb3A

1. rearORATION RECORD (ÎntervaÊ,gir€ ond num er) 32. ACID. SHOT. FRACTURE. CEMENT SQUEEEE. E

5498-5502 (17 shots) DEPTH INTERTAL (MD) AMOL'NT AND KIND OF MATERIAL USED

5486-90 (17 shots) 5486-5502 4000 gal fluid, 13100# prop
4970-73 (13 shots) -73 4000 cal fluid, 13800# prop
4692-96 (17 shotst0 NF.DENT1496 4000 gal fluid, 13300# prop

33-* PRODI'CTION

DATE FIRST PRODUCTION PRODUCTION METHOD (flotoing, gas liff, pumping-six¢ and igpe of pump) WELL STATus (Producing or

12-25-96 pumping, 2-1/2 x 1-1/2 x 16 40 ring PA saur-

Ici
DATE OF TEST HOURS TESTED CHOKE SIZE PROD'N. TOR OIL--BEL. GAs-Mcy «ATER-BB GAs-O RATIO

1-2-97 24 ""' "",'°° 47 40 23
rtow. roarno russa. casino raessene catcutarco ori.--ass. cas--Mer waTen--nac. out cuarstv-art (cons.)

1100 24.soon aar.

3 D UPOSITION OF CAa (ßold, used for fuel, vented, etc.) TEST WITNESSED BT

sold; used for fuel
35. LIST OF ATTACHMENTS

36. I hereby certify that the foregoing and attached information le complete and correct as determined from 11 A lable rs

SIGNED TITLE
Production Analyst

D&TE

t ŠnstruCfiOns and Spaces fer Additional Data on ReverseSide)DIVOFOlL,GAS&MlNING
Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the
United States any false, fictitious or fraudulent statements or representations as to any matter within its



37. SUMMARY OF POROUS ZONES: (Show all important zones of porosity and contents thereof; cored intervals; and all
drill-stem, tests, including depth interval tested, cushion used, time tool open, flowing and shut-in pressures, and 38. OEOLOGIC MARKERS
recoveries):

FORMATION TOP BOTTOM DESCRIPTION, CONTENTS, ETC. TCP
NAME

MEAS. DEPTH TRUE
VERT. DEPTH

X Marker 3855

Douglas Creek 4488

B Limestone 4874

Castle Peak 5432

Basal Carbonate



PETROGL.Y2MOperating Con tany, Inc.

January 29, 1997

Vicky Dyson
State of Utah
Division of Oil, Gas & Mining
1594 West North Temple, Suite 1210
Box 145801
Salt Lake City, Utah 84114-5801

RE: Ute Tribal 17-12, API No. 43-013-31713

Ms.

DysSubmittalof Electric and Radioactivity Logs

Enclosed please find copy of the CNL log for the above referenced well. Thank you for your
assistance in resolving this matter.

If you have any questions, please contact Glenna Balsick or myself at (316) 665-8500.

Sincerely,

April Menzies
Geology/Petroleum Engineering Tech

AM:ms

Enclosures

DECEWE
FEB 0 3 1997

atNiataMel-ufepaß7-12CNLLog4oc
DIV.OFOIL,GAS&MINING

1/29/97 ll:53AM
316-665-8500 • Fax



Ulvl510lì OF DIL, GAS AND MINING
OPERATOR Petroglyph Operating Company

800
----------

OPERATORACET. NO.
ENTITYACTION FORM- romi 6

Agagess P.O. Box 1839

Hutchinson, KS 67504-1839
ACTION CUMENT NEW API NUNDER WELLNAME

WFLi 10CATION
SPUD EFFECTIVE

CODE ENTITYNO. ENTITY NO.

49 SE TP RG COUNTY DATE DATE
y 09387 12088 43-013-31464 Ute Trital 174)4 l\W\W 17 5S 3W Dtthesne 10-14-94 1--1-97ELL HMENTS:

'Ibe alxNe reEemred well is a tank lattery and irclirles the following: Ute Trital 174)5 8. Ute Trital 17-12

C 9387 12088 43- 13-31674 Ute Trital 17-05 stW 17 5S 3W nriam 7- 96ELL 2 CONHENTS:

ELL 3 00MHENTS:

ELL 4 COM4ENTS:

HELL 5 CUHuENTS:

ACTIONCODES(See instructions on back of form)A - Establish new entity for new well.(single well only)
? //g‡

D - Md new well to existing entity (group or unit well)

SignatureBImna 1 11

C - Re-assign well from one existing entity to another existing entity0 - Re--assign well from one existing entity to a new entity

Wratiœs Oxrdinatar 2-14-97

E - Other (explain in comments section)

Title
Date

NOTE: Use :0MHENT section to explain why each Action Code was selected
Phone No. (801 722-2531(3/89)



STATE OF UTAH FORM sDEPARTMENTOF NATURALRESOURCES
DIVISIONOF OIL,GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

1420H624650
SUNDRY NOTICES AND REPORTS ON WELLS 6. IFINDIAN,ALLOTTEEORTRIBENÑE

Ute Indian Tribe
7. UNITor CA AGREEMENTNAMEDo notuse thisform for proposals to drillnew wells, significantly deepen existing wellsbelow cumentbottom-hole depth, reenter plugged weis, or to .drillhorizontal laterals. Use APPLICATIONFOR PERMITTO DRILLfonn for such proposals. Ut e Tr 1b a 1 1 8 - O11. TYPE OF WELL 8. WELLNAMEand NUMBEROIL WELL GAS WELL OTHER

See Below
2. NAMEOF OPERATOR 9. API NUMBER

Petroglyph Operating CompanY See Below3. ADDRESS OF OPERATOR' PHONE NUMBER 10. FIELDANDPOOL, OR WILDCAT:
P.0 Box 607 crryRoosevelt STATE ZIP84066 22-2531 Antelope Creek

4. LOCATIONOF WELL

FOOTAGESATSURFACE Multiple/See Below Duchéãne
OTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE: UT

UTAH
n. CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O NOTICE OF INTE
ACBZE DŒPEN REPERFORATE CURRENT FORMATION

(6" O ÆTER CASING FRACTURETREAT SIDETRACKTO REPAIRWELL
=••• - O CASING REPNR

. NEWCONSTRUCRON TEMPORARILYABANDON

O CM TO PREVIOUS PLANS OPERATORCHANGE TUNNG REPMR

O CM TUBING PLUGANDABANDON VEW OR RARE
SUBSEQUENT REPORT CHANGEWELLNAME O PLUGBACK WATERDISPOSAL(submitoriginalForm onty)

O CHANGE WELL STATUS MM (STARTIRESU WATERSHUf-OFFDate of workcompieliort

O COMMINGLEPRODUCINGFORMARONS RECt.AMATIONOF WELLSITE OTHER F a c i 1 i ty
O CONVERTWELLTYPE RECOMPLETE- OlFFERENT FORMABON Ch a nges

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.
Well Name API# S/T/R Type Status Entity#
Ute 17-04 43013314640051 17/05S/03W Oil POW 12088
Ute 17-05 43013316740051 17/05S/03W Oil POW 12088
Ute 17-12 43013317130051 17/05S/03W Oil POW 12088
Ute 18-06 43013317810051 18/05S/03W Oil POW 09387
Ute 18-12 43013317830051 18/05S/03W Oil POW 09387

All wells wète moved to the Ute Tribal 18-01 Tank Battery.
Ute 18-01 Oil POW 12245

NAME(PLEASEPRINp Callie PeatrOSS
WLE Production Clerk

SIGNATURE
DATE 04-25-03

APR282W3
(s2oool (s..instruesonsonneverses i GAS &



07/07/03 10:48 FAX 435 722 9146 PETRUGLYYH-UTAE qu

JUl-07-2003 NON09'40 AHt 2, GAS&MINING FM NO.8( 1593940 P. 02/03

5TATE OF UTAH FORM 8

OEPARTMENTOF NATURAt. RESOURCES
DivisloN OF OILGAS ANDMINING

ENTITYACTIONFORM

Operator: Operator Account Number; NS ÔÔ
Address:

state l'Àñ¾ 7lD O(oG Phone Number
9þ¯.2 -Z

Wet!1
APINo ther Well Name 40 See Twp Rng COUnty

©3319 6\ Re M4 1-09 ¡MNvl O ¡($¶i 015WDuche5nt
Action Code Current Entity New Entity Spud Date Entity Assignment

Number Number Effective Dato

Comments: r

Well 2
APINomb•r W•Il Name og sao Twp Rng county
0153 No Fr.'THMW 3WW V7 $$ ~5 <

Action pode Current Entity New Entity
' spudDate Entity Assignment

Number Number EHective Data

96152
D'296¯ 9 & MG Ahrch9003

comments.
~

S urn à ece rm & \T-M'1'aß¾Är×u
- J

WeM3
APINtänber WellName OQ See T*p Rng County

430153WOcost WeTcúrn\ \ \"1 WISY( YT SS 'ÒW Occhdf
Action Code CMrrent Entity - New Entity Spud Date Entity Assignment

Number Number EWective Date

\16¶¶ |224f 6¾ M(o breb- 2003
comments:

ACTIONCODES:
A - Estabüsh new entityfor newwell (single wel only)
B - À newwellto existingensty (groupor unitwell) Na 11 -

C . Re ign well fram one existing entity lo another existing entity
D - Ré·aasign wellfrom one existing entity to a new entity S' naturo
E - Othei (Explain in 'comments' section) Ñ\ A(\

RECENED *I•

($2000)

JULO7 2003

DN.OF OL GAS &M\N\NGO7/07/03 KON 09:40 [TI/RI NO



STATE OF UTAH FORM 9
DEPARTMENTOF NATURAL RESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERALNUMBER:

1420H624633

SUNDRY NOTICES AND REPORTS ON WELLS
6 FINDIAN LOTTEEORTRIBENAME:

7. UNITor CA AGREEMENTNAME:
Do notuse this form for proposals to drillnew wells, significantly deepen existing wellsbelow current bottom-hole depth, reenter plugged wells, or to

drillhorizontal laterals. Use APPLICATIONFOR PERMlT TO DRILLform for such proposals.
1. TYPE OF WELL 8. WELL NAMEand NUMBER:

OIL WELL GAS WELL OTHER UTE TRIBAL 17-12
2. NAMEOF OPERATOR: 9. API NUMBER:

PETROGLYPH 4301331713
3. ADDRESSOF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

BOX607 ROOSEVELT STATE UT a, 84066 (435) 722-2531 ANTELOPE CREEK
4. LOCATIONOF WELL

FOOTAGESATSURFACE: 2527 FSL 612' FWL . COUNTY: DUCHESNE

QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NWSW 17 58 3W STATE:
UTAH

« CHECK APPROPRIATE BOXES TO INDICATE NATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATlON
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURETREAT SIDETRACKTO REPAIR WELL

Approximate date workwillstart: CASING REPA1R NEW CONSTRUCTION TEMPORARILYABANDON

10/1/2010 CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGEWELLSTATUS PRODUCTION (STARTIRESUME) WATER SHUT-OFF
Date ofworkcompletion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER:

O CONVERT WELLTYPE RECOMPLETE - D1FFERENTFORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

SUBSEQUENT ANALYSIS OF FORMATION POSSIBILITIES IN THIS TA WELLHAVELED PETROGLYPH TO BELIEVE
THEREMAYBESOMECHANCEOFFURTHERSUCCESSFULDEVELOPEMENT.THEREFOREPETROGLYPHINTENDS
TO BEGIN PERF. AND SAND FRAC. OF UPPER ZONES INTHIS WELLON OR ABOUT 10/1/2010 IN FOLLOWING
ZONES: B6&4040-4054' AND B10@ AND B11@4296'-4304' AND C3.2@4466'-4482' AND RETURN WELL TO
PRODUCTION ON OR ABOUT 10/7/2010

COPYSENTTOOPERATOR
VERBAL APPROVAL BY DENNIS INGRAM AS PER PHONE CONVERSATION 9/17/2010

BOYD COOK RIG REP
NAME(PLREASEPRINT) TDTLEE

9/17/2010

(This space for State use only)
3n of FederalApprova\0tTa

(5/2000)

Sce

t ct

nesCoenRSe

e side)

WGoe 'Lt4 OL



O w

STATE OF UTAH AMENDED REPORT O FORM 8DEPARTMENTOF NATURALRESOURCES (highlightchanges)DIVISIONOF OIL,GASANDMINING 5. LEA$E DESIGNATIONAND SERIAL NUMBER:

1420H624633
6. IF INDIAN,ALLOTTEE OR TRIBE NAMEWELL COMPLETION OR RECOMPLETION REPORT AND LOG UTE TRIBEia. TYPEOFWELL: ELLL

W LL DRY OTHER RE-COMPLETION Y "1NITor0cAHA624EEM5EONTNAME

b. TYPEOF WORK:
8. WELL NAMEand NUMBER:

N'L
MHOR DNEEP-

RY
FSFVR.

OTHER UTE TRIBAL17-12
2. NAMEOF OPERATOR:

9. API NUMBER:PETROGLYPH
43013317133. ADDRESS OF OPERATOR:

PHONE NUMBER: 10 FIELDAND POOL, OR WILDCATBOX 607 civv ROOSEVELT svATE UT ZIP 84066 (435) 722-2531 ANTELOPE CREEK4. LOCATION OF WELL (FOOTAGES)
11. QTRIQTR, SECTION, TOWNSHIP, RANGE,ATSURFACE: 2527' FSL 612' FWL MERIDIAN:

NWSW 17 5S 3WAT TOP PRODUCING INTERVALREPORTED BELOW: SAME
ATTOTALDEPTH: SAME *D

ESNE
13. STATE

UTAH
14. DATE SPUDDED: 15. DATE T.D. REACHED: 16, DATE COMPLETED: J ()f $ 17. ELEVATIONS(DF, RKB, RT, GL):10/8/1996 10/15/1996 ANDONED READYTO PRODUCE O 6092 RKB18. TOTAL DEPTH: MD 6,160 19. PLUG BACKT.D.: MD 5.836 20. IF MULTIPLECOMPLETIONS, HOW MANY? * 21. DEPTUHGSREIDGE MD 4,650TVD 6,160 Tvo 5,836 Tvo 4,65022. TYPE ELECTRIC AND OTHER MECHANICALLOGS RUN (Submit copy of each) 23.

WAS WELL CORED7 NO YES (Submd analysis)SENT WITH ORIGINALCOMPLETION REPORT 1/10/1997
WAS DST RUN7 NO YES O (Submit report)
DIRECTIONALSURVEY? NO YES (Submit copy)24. CASING AND LINER RECORD (Report all strings set in well)

HOLE SIZE SIZE/GRADE WEIGHT (#/IL) TOP (MD) BOTTOM (MO) STAGEDŒMHENTER CNEOMEONTS
CKS VO UM BL) CEMENT TOP ** AMOUNT PULLED

12.25 8.625 J55 24 0 412 G 250 53 07.625 6.5 J55 15.5 0 5,866 G 405 187 2200 CBL

DECENED
NOV0 1 7010

25. TUBING RECORD

DIV.0FOIL,GAS&MININGSIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)2.875 4,587
26. PRODUCING INTERVALS

27. PERFORATION RECORD
FORMATIONNAME TOP (MD) BOTTOM (MD) TOP (TVD) BOTTOM (TVD) INTERVAL(Top/Bot - MD) SIZE NO.HOLES PERFORATION STATUSt^) GREEN RIVER 4,040 4,481 4,040 4,481 4,040 4,054 .42 56 open Sqwd

(B)
4,062 4,072 .42 40 0 •n so-(c)
4,260 4,266 .42 24 open SqwW

(D)
4,298 4,304 .42 24 open Squeezd

28. ACID, FRACTURE, TREATMENT, CEMENT SOUEEZE, ETC.

DEPTH INTERVAL
AMOUNTANDTYPE OF MATERIAL

4040'-54' / 4062'-72' 36,300# @1#-5#ramp &13,880# @5#sand frac. 20/40 w/324bbis 15# delta 140 w/250 gal 15%hci4260'-66' / 4298'-4304' 30,500# @1#-5#ramp sand frac 20/40 wl258 bbis. 15# delta 140 w/250gal 15% hcl4465'-81' 29,800# @1#-5#ramp sand frac 20/40 w/243bbis. 15# delta 140 w/250 gal 15% bci29. ENCLOSED ATTACHMENTS:
30. WELL STATUS:

O ELECTRICAL/MECHANICALLOGS O GEOLOGIC REPORT DST REPORT DIRECTIONALSURVEY POWO SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION CORE ANALYSIS OTHER:

(5/2000)
(CONTINUED ON



31. INITIALPRODUCTION INTERVALA (As shown in item #26)
DATEFIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: PROD. METHOD:10/27/2010 10/28/2010 24 RATES: * 30 75 56 ROD PUMPCHOKE SIZE: TBG. PRESS. CSG.PRESS. API GRAVITY BTU - GAS GASIOIL RATIO 24 HR PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: INTERVALSTATUS:40 40 67 33.00 1 2,500 RATES: * 30 75 56 OPEN

INTERVALB (As shown in Item #26)
DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:RATES: -+

CHOKE SlZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:RATES:

INTERVALC (As shown in item #26)
DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: PROD. METHOD:

RATES:
CHOKE SIZE: BG. PRESS. CSG. PRESS. API GRAVITY STU - GAS GAS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: INTERVALSTATUS:RATES:

INTERVALD (As shown in Item #26)
DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: PROD. METHOD:RATES: *

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY STU - GAS GAS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: INTERVALSTATUS:RATES: *

32. DISPOSITION OF GAS (Sold, Used for Fuel, Vented, Etc.)
USED FOR FUEL

33. SUMMARYOF POROUS ZONES (Include Aquifers): 34. FORMATION(Log) MARKERS:
Show all important zones of pomsity and contents thereof Cored intervals and all drill-stem tests, including depth Intervaltested, cushionused, timetoolopen, flowing and shut-in pressures and recoveries.

Formation
M Descriptions,Contents, etc. Name

(Measu e Depth)

X MARKER 3,855
DOUGLASCREEK 4,488
B LIMESTONE 4,874
CASTLE PEAK 5,432
BASALCARBONATE 5,842

35. ADDITIONALREMARKE (Include plugg ng procedure)

SEC. 27 PERFS. CONT. 4465'-4481' @.42DIA.64 HOLES OPEN

36. I hereby certifythat the foregoing and attached Information is complete and correct as determined from all available records.

NAME(PLEASE PRINT) BOYD COOK
TITLE RIG REP

SIGNATURE 4 4 (4 , DATE 10/28/2010
This report must be submitted within 30 days ofe completingor plugging a new well e reentering a previously plugged and abandoned well• drilling horizontal laterals from an existing well bore e significantly deepening an existing well bore below the previous bottom-hole depthe recompleting to a different producing formation e drilling hydrocarbon exploratoryholes, such as core samples and stratigraphic tests

* ITEM 20: Showthe number of completions if production is measured separately from twoor more formations.
** ITEM24: Cement Top-Show how reported top(s)ofcement weredetermined (circulated (CIR),calculated (CAL),cementbond log (CBL),temperaturesurvey(TS)).
Send to: Utah Divisionof Oil, Gas and Mining Phone: 801-536-53401594 West North Temple, Suite 1210

Box 145801 Fax: 801-359-3940Salt Lake City, Utah 84114-5801



PETROGLYPH

UTE TRIBAL 17-12 RECOMPLETION

CONTINUATIONOF OF PERF. INTERVALSAND FRACS.
FORM 8 SEC. 27
PERFS. CONT: 4465'-81' @ .42 DIA. 64 HOLES OPENALL ABOVE PERFS. SHOT AND FRAC'D AT RECOMPLETION 10/16/2010

BELOW: ORIGINAL COMPLETION (11/11/1996) PERFS. PLUGGED BACK WITHCIBP SET @4,650' ON 10/14/2010

C6=4692'-96' @.34 DIA. 17 HOLES- PLUGGED BACK
D3=4970'-73' @ .34 DIA. 13 HOLES --PLUGGED BACK
E2=5482'-91' @ .42 DIA. 36 HOLES- PLUGGED BACK
E2.2=5496'-5502' @ .42 DIA. 24 HOLES- PLUGGED BACKE2.2=5506'-13' @ .42 DIA. 28 HOLES-PLUGGED BACK

Note: All E2 perfs were re-shot 10/12/2010 @ .42 dia. 4spf deep penetratingPerfs. were broken down with 250 gals. 15% hcl and swab tested for two days-no oilshow and minimal fluid entry into wellbore (136 total bbls. recovered-all water no oil-
swab's dry in 9 to 10
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RECEIVED: Feb. 16, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 INDIAN 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
  

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 UTE TRIBAL 17-12 

2. NAME OF OPERATOR:
 PETROGLYPH OPERATING CO

9. API NUMBER:
 43013317130000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 960 Broadway Ave, Ste 500 , Bosie, ID, 83703 208 685-7674  Ext 

9. FIELD and POOL or WILDCAT:
 ANTELOPE CREEK 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2527 FSL 0612 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NWSW Section: 17 Township: 05.0S Range: 03.0W Meridian: U

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

10/16 /2010

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 On 10/16/2010 Petroglyph Operating moved a rig on the location to
re-comlete zones: C3@ 4,465'-4,481', B11@ 4,298'-4,304', B10@
4,260'-4,266', B6@ 4,040'-4,054' and 4,062'-4,072'. Zone C3@

4,465'-4,481' was fraced w/ 478 Bbls Delta 140 15# gelled fluid w/
29,800#s of 20/40 mesh sand 1-5#ppg ramp. Zones B10@

4,260'-4,266' and B11@ 4,298'-4,304' were fraced w/ 430 Bbls Delta
140 15# gelled fluid w/ 30,500#s of 20/40 mash sand 1-5#ppg ramp.
100% placed. Zone B6@ 4,040'-4,054' & 4,062'-4,072' was fraqced w/
397 Bbls Delta 140 15# gelled fluid w/ 36,300#s of 20/40 mesh sand
1-5#ppg ramp and 13,880#'s 20/40 mesh sand 6#ppg hold. All perfs were shot using Titan 3 1/8

guns with 22.7 gram charges .43HED, 4 spf, 120*phased. All isolation plugs were drilled out.
Swabbed until good oil sign showed, ran in rod pump and put to pump. 

NAME (PLEASE PRINT) PHONE NUMBER 
 Rodrigo Jurado 435 722-5302

TITLE
 Regulatory & Compliance Spc

SIGNATURE
 N/A

DATE
 2 /16 /2012

February 21, 2012

Sundry Number: 23142 API Well Number: 43013317130000Sundry Number: 23142 API Well Number: 43013317130000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING INDIAN

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well UTE TRIBAL 17-12

2. NAME OF OPERATOR: 9. API NUMBER:
PETROGLYPH OPERATING CO 4301 3317130000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
960 Broadway Ave, Ste 500 , Bosie, ID, 83703 208 685-7674 Ext ANTELOPE CREEK

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

2527 FSL 0612 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NWSW Section: 17 Township: 05.0S Range: 03.0W Meridian: U UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

10/16/2010
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

On 10/16/2010 Petroglyph Operating moved a rig on the location to Accepted by there-comlete zones: C3@ 4,465'-4,481', B11@ 4,298'-4,304', B10@ Utah Division of
4,260'-4,266', B6@ 4,040'-4,054' and 4,062'-4,072'. Zone C3@ Oil, Gas and Mining

4,465'-4,481' was fraced w/ 478 Bbls Delta 140 15# gelled fluid w/ FOR RECORD ONLY
29,800#s of 20/40 mesh sand 1-5#ppg ramp. Zones B10@ February 21, 2012

4,260'-4,266' and B11@ 4,298'-4,304' were fraced w/ 430 Bbls Delta
140 15# gelled fluid w/ 30,500#s of 20/40 mash sand 1-5#ppg ramp.
100% placed. Zone B6@ 4,040'-4,054' & 4,062'-4,072' was fraqced w/
397 Bbls Delta 140 15# gelled fluid w/ 36,300#s of 20/40 mesh sand

1-5#ppg ramp and 13,880#'s 20/40 mesh sand 6#ppg hold. All perfs were shot using Titan 3 1/8
guns with 22.7 gram charges .43HED, 4 spf, 120*phased. All isolation plugs were drilled out.

Swabbed until good oil sign showed, ran in rod pump and put to pump.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Rodrigo Jurado 435 722-5302 Regulatory & Compliance Spc

SIGNATURE DATE
N/A 2/16/2012

RECEIVED: Feb. 16,
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